
innovation

From LCD Panel to Prompter - It’s not magic, it’s Listec.
Presto Image Reverser

Continuing its reputation 
for innovation, and taking 
advantage of technological 
enhancements to standard 
flat panel displays, Listec 
developed PRESTO, which 
combines image reversal 
with a source converter. 
Simple yet powerful, when 
combined with Presto’s 
PanelPrompt companion 
hardware, the LCD-900 
converts an off-the-shelf 
LCD display into a fully 
professional flat-panel 
prompter.

The PRESTO SYSTEM
IS COMPRISED OF TWO ELEMENTS: 

The LCD-900 Image Reverser and PanelPrompt 
easy-mount hardware that accepts a standard 

computer display* as the prompter panel. 



*For compatibility with PanelPrompt hardware, customer-supplied displays should incorporate the universal VESA 4-hole fixing, sometimes 
referred to as a Wall-Mount.  Displays are not included with Presto Systems unless otherwise specified.

As computer panels generally do not have the facility 
to mirror content, Presto’s primary function is to 
maintain a normal image on the computer display while 
simultaneously “flipping” the output for correct reflection 
off the eye-line mirror assembly.  The fact that a standard 
computer panel can be employed affords the user a cost-
effective option and a simple way of upgrading to more 
technologically advanced displays as they become available.

Being versatile and not limited by the source, Presto 
will match the input to the output and when acting as a 
converter, accept an input of one type and output to another.

Listec’s lightweight PanelPrompt configurations include 
the mirror/hood assembly and an appropriate balance 
plate arrangement for traditional tripod mounting, or 
adapter kit for the Solo Stand-Alone family of prompters.  
While the PanelPrompt System was designed to 
accommodate the user’s own display, Listec would be 
pleased to supply a panel, or offer recommendations.  

The fold-down mirror/soft hood, or studio hood, may be 
selected for display sizes through 17”.  An appropriate 
studio hood would be provided for panels 18” through 20”.  
The conference system includes an adjustable stand with 
mirror assembly.

To complete the picture, Listec offers its A-6000WIN and 
A-7000WIN Prompter Programs, which are truly easy to 
master and can be relied on for solid performance.

PRESTO 3000P features the LCD-900 
and PanelPrompt with Fold-down 
Mirror/Soft Hood Assembly.

PRESTO 3000S features the LCD-900 
and PanelPrompt with Standard 
Studio Mirror/Hood Assembly.

PRESTO 3000X features the LCD-900 
and PanelPrompt with Studio Wide-
Angle Mirror/Hood Assembly.

PRESTO 306CS features the LCD-900 
with Conference Stand Assembly.

P-SOLO/S features the LCD-900 
with SOLO Stand-Alone Hardware 
featuring Standard Studio Mirror/
Hood Assembly.

P-SOLO/P features the LCD-900 
with SOLO Stand-Alone Hardware 
featuring Fold-down Mirror/Soft 
Hood Assembly.

Presto Image Reverser

PanelPrompt Configurations

Specifications:

Inputs include:  DVI-D, Analog RGB (VGA DB 15-pin), 2X looping 
BNC Composite with termination and S-Video.
Outputs include:  Automatic sensing of DVI-D, Analog RGB, 
Composite Video and S-Video.  NTSC/PAL compatible.    
Presto measures:  8.6”w x 7.8”d x 1.5”h and weighs just 3 lbs. (1.4kg).

Power:  8-20VDC, 9W by means of an external 100-240V adapter.  
Power connector:  4-pin XLR.
Operating temperature:  0° to +60°C (+32° to +140°F)

Storage:  -40° to +125°C (-40° to 257°F) 
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A-7000WIN with Runorder Manager

Runorder Highlights

1 Features and Options Menu

2 Runorder Title of Current Story 

3 Story Queue/ Sequence 
    -Story is Currently Running 
    -Story is Buffered 
    -Story is Ready

4 Detailed Run Status

5 Runorder Options (Popup Menu)

Runorder Manager
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